
Tripod

General description

Tripod Befree Advanced Aluminum Black from MANFROTTO (manufacturer P/N: MKBFRLA4BK-BH).

The tripod has a safety payload weight of 8 kg (17 lb).

Physical data

Weight 1.59 kg (3.51 lb)

Size Maximum height: 1.51 m (4.95 ft)

Minimum height: 0.40 m (1.31 ft) (closed)

Base diameter: 0.40 m (1.31 ft)

Tripod mounting UNC ¼″-20

Material Aluminum

Color Black

Shipping information

Packaging, type Cardboard box

List of contents • Tripod
• Carrying bag

Packaging, weight 2.0 kg (4.4 lb)

Packaging, size 450 × 125 × 125 mm (17.7 × 4.9 × 4.9 in)

EAN-13 7332558027097

UPC-12 845188023164

Country of origin Italy

Compatible with the following products:

• 89829-0201; FLIR A50 29° Research & Development Kit
• 89851-0201; FLIR A50 51° Research & Development Kit
• 89895-0201; FLIR A50 95° Research & Development Kit
• 89829-0101; FLIR A50 Thermal Core 29°
• 89851-0101; FLIR A50 Thermal Core 51°
• 89895-0101; FLIR A50 Thermal Core 95°
• 89929-0201; FLIR A70 29° Research & Development Kit
• 89951-0201; FLIR A70 51° Research & Development Kit
• 89995-0201; FLIR A70 95° Research & Development Kit
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• 89929-0101; FLIR A70 Thermal Core 29°
• 89951-0101; FLIR A70 Thermal Core 51°
• 89995-0101; FLIR A70 Thermal Core 95°
• 89829-1101; FLIR A50 Thermal Core 29°, Optional temperature range
• 89851-1101; FLIR A50 Thermal Core 51°, Optional temperature range
• 89895-1101; FLIR A50 Thermal Core 95°, Optional temperature range
• 89929-1101; FLIR A70 Thermal Core 29°, Optional temperature range
• 89951-1101; FLIR A70 Thermal Core 51°, Optional temperature range
• 89995-1101; FLIR A70 Thermal Core 95°, Optional temperature range
• 85900-0000; FLIR A700 Thermal Core
• 85900-1100; FLIR A700 Thermal Core, Optional temperature range
• 85901-0101; FLIR A700-EST 24°
• 85902-0101; FLIR A700-EST 42°
• 90600-0000; FLIR A500 Thermal Core
• 90600-1100; FLIR A500 Thermal Core, Optional temperature range
• 90601-0101; FLIR A500-EST 24°
• 90602-0101; FLIR A500-EST 42°
• 91900-0000; FLIR A400 Thermal Core
• 91900-1100; FLIR A400 Thermal Core, Optional temperature range
• 79301-0101; FLIR T530 14°
• 79302-0101; FLIR T530 24°
• 79304-0101; FLIR T530 24° + 14°
• 79306-0101; FLIR T530 24° + 14° & 42°
• 79305-0101; FLIR T530 24° + 42°
• 79303-0101; FLIR T530 42°
• 79307-0101; FLIR T530 42° + 14°
• 79308-0101; FLIR T530 Dual FOV 14° + 24°
• 79301-0201; FLIR T540 14°
• 79302-0201; FLIR T540 24°
• 79304-0201; FLIR T540 24° + 14°
• 79306-0201; FLIR T540 24° + 14° & 42°
• 79305-0201; FLIR T540 24° + 42°
• 79303-0201; FLIR T540 42°
• 79307-0201; FLIR T540 42° + 14°
• 79308-0201; FLIR T540 Dual FOV 14° + 24°
• 79302-0302; FLIR T540-EST 24°
• 79303-0302; FLIR T540-EST 42°
• 89001-0101; FLIR T560 14°
• 89002-0101; FLIR T560 24°
• 89004-0101; FLIR T560 24° + 14°
• 89006-0101; FLIR T560 24° + 14° & 42°
• 89005-0101; FLIR T560 24° + 42°
• 89003-0101; FLIR T560 42°
• 89007-0101; FLIR T560 42° + 14°
• 89009-0101; FLIR T560 Dual FOV 14° + 24°
• 89002-0302; FLIR T560-EST 24°
• 89003-0302; FLIR T560-EST 42°
• 82501-0201; FLIR T840 14°
• 82502-0201; FLIR T840 24°
• 82504-0201; FLIR T840 24° + 14°
• 82506-0201; FLIR T840 24° + 14° & 42°
• 82509-0201; FLIR T840 24° + 14° & 6°
• 82505-0201; FLIR T840 24° + 42°
• 82508-0201; FLIR T840 24° + 6°
• 82503-0201; FLIR T840 42°
• 82507-0201; FLIR T840 42° + 14°
• 82510-0201; FLIR T840 Dual FOV 14° + 24°
• 89201-0101; FLIR T860 14°
• 89202-0101; FLIR T860 24°
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• 89204-0101; FLIR T860 24° + 14°
• 89206-0101; FLIR T860 24° + 14° & 42°
• 89211-0101; FLIR T860 24° + 14° & 6°
• 89205-0101; FLIR T860 24° + 42°
• 89210-0101; FLIR T860 24° + 6°
• 89203-0101; FLIR T860 42°
• 89207-0101; FLIR T860 42° + 14°
• 89212-0101; FLIR T860 Dual FOV 14° + 24°
• 89201-0201; FLIR T865 14°
• 89202-0201; FLIR T865 24°
• 89204-0201; FLIR T865 24° + 14°
• 89206-0201; FLIR T865 24° + 14° & 42°
• 89213-0201; FLIR T865 24° + 14° & 6°
• 89205-0201; FLIR T865 24° + 42°
• 89212-0201; FLIR T865 24° + 6°
• 89203-0201; FLIR T865 42°
• 89207-0201; FLIR T865 42° + 14°
• 89214-0201; FLIR T865 Dual FOV 14° + 24°
• 84502-0301; FLIR E52 24°
• 84512-1201; FLIR E54 24°
• 84512-2102; FLIR E54-EST 24°
• 78511-1101; FLIR E76 14°
• 78512-1101; FLIR E76 24°
• 78514-1101; FLIR E76 24° + 14°
• 78516-1101; FLIR E76 24° + 14° & 42°
• 78515-1101; FLIR E76 24° + 42°
• 78513-1101; FLIR E76 42°
• 78517-1101; FLIR E76 42° + 14°
• 78511-1301; FLIR E86 14°
• 78512-1301; FLIR E86 24°
• 78514-1301; FLIR E86 24° + 14°
• 78516-1301; FLIR E86 24° + 14° & 42°
• 78515-1301; FLIR E86 24° + 42°
• 78513-1301; FLIR E86 42°
• 78517-1301; FLIR E86 42° + 14°
• 78521-2102; FLIR E86-EST 24°
• 78522-2202; FLIR E86-EST 42°
• 90201-0101; FLIR E96 14°
• 90202-0101; FLIR E96 24°
• 90204-0101; FLIR E96 24° + 14°
• 90206-0101; FLIR E96 24° + 14° & 42°
• 90205-0101; FLIR E96 24° + 42°
• 90203-0101; FLIR E96 42°
• 90207-0101; FLIR E96 42° + 14°

3 (3) www.flir.com


